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GENERAL NOTES

1.

10.

THE CONTRACTOR SHALL MAKE ALL NECESSARY CONSTRUCTION NOTIFICATIONS AND APPLY FOR
AND OBTAIN ALL NECESSARY CONSTRUCTION PERMITS. THE CONTRACTOR SHALL ALSO PAY ALL
FEES AND POST ALL BONDS ASSOCIATED WITH THE SAME, AND COORDINATE WITH THE ENGINEER
AND ARCHITECT AS REQUIRED.

CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR JOB SITE SAFETY AND ALL CONSTRUCTION
MEANS AND METHODS.

LIMIT OF WORK SHALL BE EROSION CONTROL BARRIERS, LIMIT OF GRADING AND SITE PROPERTY
LINES AND/OR AS INDICATED ON DRAWINGS.

PORTIONS OF THE ROADWAY, SIDEWALK AND ROADSIDE AREA DISTURBED BY THE CONTRACTOR’S
OPERATIONS SHALL BE RESTORED TO THEIR CONDITIONS PRIOR TO DISTURBANCE.

CONTRACTOR TO VERIFY UTILITY STUB LOCATIONS AND ELEVATIONS IN THE FIELD PRIOR TO
COMMENCING WORK.

ANY ALTERATION TO THESE DRAWINGS MADE IN THE FIELD DURING CONSTRUCTION SHALL BE
RECORDED BY THE CONTRACTOR ON RECORD DOCUMENTS.

ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL
CONDITION AT NO COST TO OWNER.

EXISTING TREES AND SHRUBS OUTSIDE THE LIMITS OF GRADING SHALL BE REMOVED ONLY UPON
PRIOR APPROVAL OF THE OWNER.

FOR DRAWING LEGIBILITY, ALL EXISTING TOPOGRAPHIC FEATURES, EXISTING UTILITIES, PROPERTY
BOUNDARIES, EASEMENTS, ETC. MAY NOT BE SHOWN ON ALL DRAWINGS. REFER TO ALL
REFERENCED DRAWINGS AND OTHER DRAWINGS IN THIS SET FOR ADDITIONAL INFORMATION.

ALL EXCAVATORS OR CONTRACTORS MUST REFER TO 520 CMR 14.00 TO OBTAIN A TRENCH PERMIT
PRIOR TO ANY CONSTRUCTION RELATED TRENCHES ON SITE.

EROSION CONTROL AND SEDIMENTATION NOTES

1.

10.

11.

CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL MEASURES DURING ENTIRE CONSTRUCTION
PERIOD.

ANY SEDIMENT TRACKED ONTO PUBLIC RIGHT—OF—WAYS SHALL BE SWEPT AT THE END OF EACH
WORKING DAY.

ALL STOCKPILE AREAS SHALL BE LOCATED WITHIN LIMIT OF WORK LINE AND STABILIZED TO
PREVENT EROSION.

ALL DEBRIS GENERATED DURING SITE PREPARATION ACTIVITIES SHALL BE LEGALLY DISPOSED OF
OFF SITE.

PROVIDE CRIBBING AS NECESSARY TO PROTECT EXISTING UTILITY LINES DURING CONSTRUCTION.
SITE ELEMENTS TO REMAIN MUST BE PROTECTED FOR DURATION OF PROUJECT.

ADDITIONAL EROSION CONTROL MEASURES SHALL BE IMPLEMENTED AS CONDITIONS WARRANT OR AS
DIRECTED BY THE OWNER OR OWNER'S REPRESENTATIVE.

ALL POINTS OF CONSTRUCTION EGRESS OR INGRESS SHALL BE MAINTAINED TO PREVENT TRACKING
OR FLOWING OF SEDIMENT ONTO PUBLIC ROADS.

SOIL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSPECTED AND MAINTAINED ON
A DAILY BASIS DURING CONSTRUCTION TO INSURE THAT CHANNELS, DITCHES AND PIPES ARE
CLEAR OF DEBRIS AND THAT THE EROSION CONTROL BARRIERS ARE INTACT.

CONTRACTOR SHALL PROVIDE DUST CONTROL FOR CONSTRUCTION OPERATIONS AS APPROVED BY
OWNER.

DUST SHALL BE CONTROLLED BY SPRINKLING OR OTHER APPROVED METHODS AS NECESSARY, OR
AS DIRECTED BY THE OWNER OR HIS REPRESENTATIVE.

. EXTREME CARE SHALL BE EXERCISED SO AS TO PREVENT ANY UNSUITABLE MATERIAL FROM

ENTERING THE WETLANDS.

LAYOUT AND MATERIALS NOTES

1.

ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY
ARE MEASURED UNLESS OTHERWISE INDICATED.

CONTRACTOR SHALL REPORT SIGNIFICANT CONFLICTS TO THE OWNER AND THE ENGINEER FOR
RESOLUTION.

DIMENSIONS OF PARKING SPACES AND DRIVEWAYS ARE FROM FACE OF CURB TO FACE OF CURB.

DIMENSIONS FROM BUILDING ARE FROM FACE OF BUILDING TO FACE OF CURB. CONTRACTOR SHALL
VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE ENGINEER. THE
CONTRACTOR SHALL STAKE OUT BUILDING FROM THE LATEST ARCHITECTURAL DRAWINGS.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES BETWEEN SITE PLAN
DIMENSIONS AND BUILDING PLANS BEFORE PROCEEDING WITH ANY PORTION OF SITE WORK WHICH
MAY BE AFFECTED SO THAT PROPER ADJUSTMENTS TO THE SITE LAYOUT CAN BE MADE IF
NECESSARY.

SEE ARCHITECTURAL DRAWINGS FOR EXACT BUILDING DIMENSIONS AND ALL DETAIL CONTIGUOUS TO
THE BUILDING, LIGHTING, ENTRANCE PATIO, DOORWAY PADS, LOADING DOCK DETAILS, ETC.

ACCESSIBLE RAMPS SHALL BE PER MASSACHUSETTS STATE CODE AND THE AMERICANS WITH
DISABILITIES ACT (ADA) ACCESSIBILITY GUIDELINES (WHICHEVER IS MORE STRINGENT).

EACH ACCESSIBLE PARKING SPACE SHALL BE IDENTIFIED BY A SIGN SIX (6) FEET IN HEIGHT
LOCATED AT THE FACE OF THE CURBLINE. THE SIGN SHALL CONTAIN THE INTERNATIONAL SYMBOL
OF ACCESSIBILITY AS DESCRIBED IN THE AMERICANS WITH DISABILITIES ACT, PUBLIC LAW 101—336,
(SEE DETAIL).

PROTECT EXISTING PROPERTY MONUMENTS AND ABUTTING PROPERTIES DURING CONSTRUCTION
ACTIVITIES.

GRADING, DRAINAGE AND UTILITY NOTES

1.

10.
M.

12.
13.

14.

UNDERGROUND UTILITIES WERE COMPILED FROM AVAILABLE RECORD PLANS OF UTILITY COMPANIES
AND PUBLIC AGENCIES, ARE APPROXIMATE AND ASSUMED. BEFORE COMMENCING SITE WORK IN
ANY AREA, CONTACT "DIG SAFE” AT 1-888-344—7233 TO ACCURATELY LOCATE UNDERGROUND
UTILITIES. ANY DAMAGE TO EXISTING UTILITIES OR STRUCTURES SHALL BE THE CONTRACTOR’S
RESPONSIBILITY. NO EXCAVATION SHALL BE DONE UNTIL UTILITY COMPANIES ARE PROPERLY
NOTIFIED IN ADVANCE.

ALL SITE WORK SHALL MEET OR EXCEED THE SITE WORK SPECIFICATIONS DATED AUGUST 2020
PREPARED FOR THIS PROJECT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THAT
THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS DO NOT CONFLICT WITH ANY KNOWN
EXISTING OR OTHER PROPOSED IMPROVEMENTS. IF ANY CONFLICTS ARE DISCOVERED, THE
CONTRACTOR SHALL NOTIFY THE OWNER AND THE ENGINEER PRIOR TO INSTALLATION OF ANY
PORTION OF THE SITE WORK WHICH WOULD BE AFFECTED.

ALL WORK PERFORMED AND ALL MATERIALS FURNISHED SHALL CONFORM WITH THE LINES, GRADES
AND OTHER SPECIFIC REQUIREMENTS OR SPECIFICATIONS OF THE TOWN OF WELLESLEY DPW.

AT ALL LOCATIONS WHERE EXISTING CURBING OR PAVEMENT ABUTS NEW CONSTRUCTION, THE EDGE
OF THE EXISTING CURB OR PAVEMENT SHALL BE SAW CUT TO A CLEAN, SMOOTH EDGE. BLEND
NEW PAVEMENT, CURBS AND EARTHWORK SMOOTHLY INTO EXISTING BY MATCHING LINES, GRADES
AND JOINTS. PITCH EVENLY BETWEEN SPOT GRADES. GRADE ALL AREAS TO DRAIN.

THE CONTRACTOR SHALL VERIFY EXISTING GRADES IN THE FIELD AND REPORT ANY DISCREPANCIES
IMMEDIATELY TO THE ENGINEER. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE
ALTERATION AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE UTILITIES
BY THE UTILITY COMPANIES, AS REQUIRED. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT
WITH THE PROPOSED WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE INFORMATION FURNISHED
TO THE OWNER AND ENGINEER FOR RESOLUTION.

ALL UTILITY COVERS, GRATES, ETC. SHALL BE ADJUSTED TO BE FLUSH WITH THE PAVEMENT FINISH
GRADE UNLESS OTHERWISE NOTED. RIM ELEVATIONS OF DRAINAGE STRUCTURES AND SANITARY
SEWER MANHOLES ARE APPROXIMATE.

INSTALL ALL UTILITIES (INCLUDING CONCRETE PADS) PER UTILITY COMPANY AND DPW STANDARDS.
AN EROSION CONTROL BARRIER SHALL BE INSTALLED ALONG THE EDGE OF PROPOSED
DEVELOPMENT AS SHOWN ON THE PLAN PRIOR TO THE COMMENCEMENT OF CONSTRUCTION
OPERATIONS.

CONTRACTOR SHALL PROTECT ALL UNDERGROUND DRAINAGE, SEWER AND UTILITY FACILITIES FROM
EXCESSIVE VEHICULAR LOADS DURING CONSTRUCTION. ANY DAMAGE TO THESE FACILITIES
RESULTING FROM CONSTRUCTION LOADS WILL BE RESTORED TO ORIGINAL CONDITION.

WETLANDS ARE TO REMAIN UNDISTURBED. NO ENCROACHMENT PERMITTED.

EXCAVATION REQUIRED WITHIN THE PROXIMITY OF EXISTING UTILITY LINES SHALL BE DONE BY HAND.

CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES INCURRED
DURING CONSTRUCTION OPERATIONS AT NO COST TO THE OWNER.

STOCKPILED TOPSOIL SHALL BE PLACED NEATLY IN AN AREA INDICATED BY THE OWNER.

PITCH EVENLY BETWEEN SPOT GRADES. ALL PAVED AREAS MUST PITCH TO DRAIN AT A MINIMUM
OF 1/8” PER FOOT UNLESS SPECIFIED. ANY DISCREPANCIES NOT ALLOWING THIS MINIMUM PITCH
SHALL BE REPORTED TO THE ENGINEER PRIOR TO CONTINUING WORK.

THE CONTRACTOR SHALL SCHEDULE HIS WORK TO ALLOW THE FINISHED SUBGRADE ELEVATIONS TO
DRAIN PROPERLY WITHOUT PUDDLING. SPECIFICALLY, ALLOW WATER TO ESCAPE WHERE PROPOSED
CURB MAY RETAIN RUNOFF PRIOR TO APPLICATION OF THE FINISH SUBGRADE AND/OR SURFACE
PAVING. PROVIDE TEMPORARY POSITIVE DRAINAGE AS REQUIRED.

LEGEND AND ABBREVIATIONS

EXISTING

PROPOSED

CcC

SEWER LINE/MANHOLE
DRAIN LINE/MANHOLE
CATCH BASIN

FLARED END/INVERT
GAS LINE/GATE

WATER LINE/GATE
HYDRANT

POST INDICATOR VALVE
TELEPHONE LINE/MANHOLE
ELECTRIC LINE/MANHOLE
OVERHEAD WIRE

LIGHT POLE

UTILITY POLE

GUY WIRE

SIGN

POST

BOLLARD POST

HAND HOLE

CHAIN LINK FENCE
GUARDRAIL/GUIDERAIL
CONCRETE CURB
GRANITE CURB
BITUMINOUS CONCRETE BERM

BUILDING

No. OF PARKING SPACES IN ROW

APPROXIMATE BOUNDARY OF
BORDERING VEGETATED WETLAND

EXISTING PROPOSED

—_—

124 - MINOR CONTOUR

— 13 _ MAJOR CONTOUR
x125.4 SPOT ELEVATION
AREA DRAIN
BITUMINOUS CONCRETE
BENCHMARK
CONC CONCRETE
DCB DOUBLE CATCH BASIN
EM ELECTRIC METER
EOP EDGE OF PAVEMENT
GM GAS METER
ROW RIGHT—OF—WAY
TRANSF ELECTRIC TRANSFORMER
WATER QUALITY INLET
STONE BOUND
CONCRETE BOUND
@DH DRILL HOLE
olP IRON PIN/IRON PIPE
olR IRON ROD
FOUND
ESCUTCHEON PIN, LEAD PLUG
LAND COURT DISK
MASSACHUSETTS HIGHWAY BOUND
mSB STONE BOUND (TO BE SET)
m CB CONCRETE BOUND (TO BE SET)
STAKE AND NAIL
SPIKE
PK NAIL
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BEALS AND THOMAS, INC. SHALL NOT BE RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES, OR
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RE—CONFIGURED DUMPSTER AREA
WASSGs |, 6" HT. CHAIN LINK FENCE
M/fa,q/g\/%?’”@ ENCLOSURE W/ BLACK VINYL
e SLATS AND SINGLE GATE
. "\ Y
o T chan LNk FEnCH . N CONCRETE GENERATOR PAD
e A AR <G \ (6.5'x15.5") VERIFY SIZE IS
S AlTe AND/DOUBLE ATH = & COMPATIBLE W/ NEW GENERATOR;
i % SEE DRAWINGS BY ARCHITECT FOR
2" WIDE WARNING DETECTABLE BOLLARD (I7P. OF 2) N 1 FONNERTION T B
SEE DETAIL ) ,
NV PR VS VAR PANEL (TYP.) Sy 55 [
RE—STRIPE PARKING 222 —
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8.5'x18 f 8.5% 85 :

2ids7el oo —HANDRAIL f R4 ‘

o S 585 ~E S

=1 2 —BACKFILL W/ LOAM & MULCH WAL Ny

o - Uy INDS GRS @ [/

/[\)/ o J o """Ilmumu\,\\“"“‘\?b /1%
> | LA 2.4 j - i,
) ' ’ W 10
L === e ey e F "—BOLLARD (TYP. OF 1) gl

/ N A R e B SEE DETAIL
iz XY 2V N T D R |
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(SIZE & COLOR TBD) 6" HT. CHAIN LINK FENCE
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CONCRETE COLLAR

CATCH BASIN FRAME AND GRATE

SV

[

POLYPROPYLENE
"BOOT”

OVERFLOW

NON—WOVEN
POLYPROPYLENE
FILTER BAG

L CATCH BASIN

NOTES:

1. TO BE INSTALLED IN CATCH BASINS IN TRAFFIC AREAS
UNTIL COMPLETION OF CONSTRUCTION.

2. BOOT ADAPTER MAY BE TRIMMED TO SIZE.

FILTER BAG

NOT TO SCALE

6"x6” W1.4xW1.4 WELDED
WIRE FABRIC, 2" UP FROM
BOTTOM OF PAD

/—FINISHED GRADE

NN,

6" CEMENT CONCRETE SLAB
BRISTLE BROOM FINISH \

&

N

8" PROCESSED GRAVEL BASE

Z

X

< COMPACTED SUBGRADE

\\\ (SUITABLE SOIL MATERIAL)
AN

A

7N

AN

RO

VERIFY REQUIREMENTS
BY GENERATOR MANUFACTURER

CEMENT CONCRETE PAD

NOT TO SCALE

5" MINIMUM

8 MAXIMUM

1" RADIUS

PRECAST CONCRETE
CURB

FINISHED GRADE
VARIES, SEE PLAN

TOP COURSE
BINDER COURSE

6”
REVEAL

18"

12”

PROCESSED GRAVEL BASE

CEMENT CONCRETE FOOTER
2—#3 REBARS

COMPACTED SUBGRADE
(SUITABLE SOIL MATERIAL)

PROVIDE 1/4" EXPANSION JOINTS AT 12" O.C.

PRECAST CONCRETE CURB

NOT TO SCALE

11"x39” CHARCOAL GRANITE
” DECORATIVE SLANT TOP
11 BOLLARD COVER
(INNOPLAST OR EQUAL)
FILL PIPE WITH CONCRETE

10—3/4" DIA. STEEL PIPE
BOLLARD

3_3* MAX. STEEL

PIPE HT. 27 SET /" BELOW SURFACE

HANDICAP_ SIGN AND
PAVEMENT MARKING

ACCESSIBLE
PARKING
. 127x18" FRONT OF CURB
ALUMINUM
SIGN, BLUE . |
BACKCROUND 4” WIDE WHITE ) '
SPECIAL PLATE WITH WHITE
REQUIRED LETTERING PAINTED STRIPES | od
UNAUTHORIZED 27"
VEHICLES ,
MAY BE REMOVED \ 18
AT THE
OWNER'S EXPENSE 8.5 8.5 7.5
TYPICAL || TYPICAL JcOMPACT]
NOTE: SPACE || SPACE || SPACE || y
VAN iLﬂhﬁlNUM e OGATIN. PARKING STALLS
FOR LOCATION OF PARKING STALLS
\ACCESSIBLE) SIGN PAVEMENT STRIPING
WHERE
APPLICABLE
1
PAVEMENT MARKING }
% 4” WIDE WHITE |90
NOTE: PAINTED STRIPES L —5" TYPICAL
ALL ACCESSIBLE PARKING AND SIGNAGE SHALL BE IN 8 AT VAN
CONFORMANCE WITH THE RULES AND REGULATIONS OF THE
ARCHITECTURAL ACCESS BOARD. SIGN(S) SHALL BE LOCATED , / ,
SO THEY CANNOT BE OBSCURED BY A VEHICLE PARKED IN 8 <] _ 8
THE SPACE. TYPICAL TYPICAL
STALL STALL
HANDICAP STALL

PAVEMENT MARKING

NOT TO SCALE NOT TO SCALE

SPACE

PREPARED FOR:
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%" PRE—MOLDED JOINT FILLER

SEAL REMAINING GAP (TYP.)

POST CAP

SS BANDIT OR APPROVED EQUAL
SPACED 18" +/— O.C. LINE POST TOP

BIT. CONC. PAVEMENT

N

CONCRETE FOOTING
#5 REBAR THRU PIPE

CONCRETE
SUBGRADE

6" PROCESSED GRAVEL

STEEL AND CONCRETE BOLLARD

NOT TO SCALE

SEE NOTE #

EXPANSION SLEEVE
1 5/8" 0.D. TOP RAIL

r i J
r |

3" FENCE POSTS

L) /—1 5/8” INTERMEDIATE RAIL

1'—g"

END & CORNER POST
- 2 1/2" 0.

1 5/8" 0.D. BOTTOM RAIL: .9’0:0:0:::0:0‘
SECURE FENCE TO BOTTQ »0‘ :‘:‘0’0‘0‘0‘0

X
" POST WITH 6 GA. COIL "0\‘ <X >

SS BANDIT OR APPROVED
EQUAL @ 15" INTERVALS

/21

2

i

Ly

10'=0" 0.C. MAX. SPACING

6
=] [ I=

HANDRAIL ATTACHED
TO CONC. WALKT

OF 1 1/4"=1 1/2" DIA.

RAIL WITH DIMENSION

6" CONC. SUAB ON 8"
COMPACTED GRANULAR

\— 12" MIN. DIA. SONOTUBE POST FOUNDATIONS (TYP.)

FILL—SEE CONC. PAD DETAIL

NOTES:

1. DOUBLE LEAF SWING GATE WITH POST LATCH WTH
PADLOCK COMPATIBILITY—PROVIDE CANE BOLTS ON
EACH LEAF TO EXTEND INTO CONCRETE. GATE
SHALL BE 12'—0" HIGH AT GENERATOR
ENCLOSURE. GALVANIZED MATERIAL THROUGHOUT.
REFER TO PLAN FOR LOCATION.

2. FULL-HEIGHT VINYL PRIVACY SLATS (COLOR:
BLACK) WITHIN GALVANIZED CHAIN LINK FENCE.
VERIFY COLOR AND STYLE WITH LANDLORD AND
PROJECT MANAGER.

3. POSTS SHALL BE STANDARD WEIGHT SCHEDULE 40
GALVANIZED STEEL.

6" CEMENT CONCRETE WALK 6"x6” W1.4xW1.4 WELDED
CROSS PITCH 2% MAXIMUM WIRE FABRIC, 2" UP FROM
(SEE GRADING PLAN) BOTTOM OF WALK
BRISTLE BROOM FINISH
/FINISHED GRADE

\\> 8” PROCESSED GRAVEL BASE

\\\ COMPACTED SUBGRADE
Y ¥ (SUITABLE SOIL MATERIAL)

SEE PLAN

CEMENT CONCRETE WALK

NOT TO SCALE

L 11/2"
111, 66” SOUTH RAMP
1 || 60" NORTH RAMP ___|

SEE CEMENT

CONCRETE DETAIL

é) COMPACTED —— N

SUBGRADE

16”—1 8”

68" TYP.

8” PROCESSED
GRAVEL BASE

18”—20”

MAX. 2%——

- a—— I R Y

N N L 4o
) R - < ~

Lt 4 T, T 4 s Tl

.9 Heg—a" TYP.

16" 'f.}

araq B

5 MIN. — VARIES, SEE PLAN

NOTES:

1. SEE ARCHITECTURAL PLANS FOR DESIGN/FINISH OF HANDRAILS

2. CONTRACTOR TO SUBMIT SHOP DRAWINGS OF HANDRAIL AND
ATTACHMENT PRIOR TO CONSTRUCTION

CEMENT CONCRETE WALK WITH HANDRAIL

NOT TO SCALE

CHAIN LINK FENCE

NOT TO SCALE

Ny,
\\\\“ Ty,
W cSACHY e 7,

*ﬁ:’ ........ : .<‘}>

PRECAST CONCRETE
REINFORCED WITH
4—#3 BARS

4

20" LONG 5/8” DIAMETER
REBAR (TYP)

WHEEL STOP

NOT TO SCALE

&
£ 0 s
)

| AV

FOR PERMITTING
ONLY

COPYRIGHT (C) BY BEALS AND THOMAS, INC.
ALL RIGHTS RESERVED

PREPARED BY:
- BEALS+THOMAS

Civil Engineers + Landscape Architects +

N\~

[]‘) = (‘D

2 i H 3

ACTUAL OPENING

PLAN VIEW

_ M GATE POST ~

PROVISION FOR
/ PADLOCK

12

CHAIN LINK
2"—9GA. MESH

12'-0"
HEIGHT ABOVE GRADE

11'-10"

11'-8 1/2"

ALL JOINTS ARE WELDED
|~ 70 MAKE A RiGID
FRAME

I | Il

== Sy i)
I ° === =l =11 1

=TT —11 — 0 e

3'—0" (910MM)

CLEAR.

l———J 12" MIN. DIA. (TYP.) ELEVATION

CHAIN LINK FENCE — DOUBLE GATE

NOT TO SCALE

Land Surveyors + Planners +
Environmental Specialists

BEALS AND THOMAS, INC.

Reservoir Corporate Center

144 Turnpike Road

Southborough, Massachusetts 01772-2104
T 508.366.0560 | www.bealsandthomas.com
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PROJECT:

981 WORCESTER

FOR NOTES, REFERENCES AND LEGEND SEE SHEET Ci.1.

BEALS AND THOMAS, INC. SHALL NOT BE RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES, OR
PROCEDURES UTILIZED BY THE CONTRACTOR, NOR FOR THE SAFETY OF PUBLIC OR CONTRACTOR'S EMPLOYEES; OR FOR
THE FAILURE OF THE CONTRACTOR TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

NO PART OF THIS DOCUMENT MAY BE REPRODUCED, STORED IN A RETRIEVAL SYSTEM, OR TRANSMITTED IN ANY FORM
OR BY ANY MEANS, ELECTRONIC, MECHANICAL, PHOTOCOPYING, RECORDING OR OTHERWISE WITHOUT THE PRIOR WRITTEN
PERMISSION OF BEALS AND THOMAS, INC. EXCEPT THAT ANY REGULATORY AUTHORITY MAY REPRODUCE AND TRANSMIT
COPIES AS REQUIRED IN CONJUNCTION WITH PERFORMANCE OF OFFICIAL BUSINESS UNDER ITS JURISDICTION. ANY
MODIFICATIONS TO THIS DOCUMENT WITHOUT THE WRITTEN PERMISSION OF BEALS AND THOMAS, INC. SHALL RENDER IT
INVALID AND UNUSABLE.

STREET

WELLESLEY, MASSACHUSETTS
(NORFOLK COUNTY)

SCALE: AS NOTED  DATE: JULY 28, 2020

SITE DETAILS

B+T JOB NO.3216.00

B+T PLAN NO.
321600P002C—-003 .
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EXISTING NORTH ELEVATION
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NEW METAL LOUVER TO
MATCH WINDOW FRAME
(TYP.)
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PROPOSED NORTH ELEVATION

SECURE DOOR IN PLACE

NEW STOOP, SEE DETAIL #4—
ON SHEET A1.1 AND CIVIL
DRAWINGS FOR MORE

\ RAMP SHALL PITCH 1" RISE PER 12" OF RU
CHANGE ESTIMATED AT 10", SEE DETAIL #5 ON SHEET

N - GRADE

A1.1 AND CIVIL DRAWINGS FOR MORE INFORMATION

NEW RAILING SEE DETAIL #6 ON SHEET
A1.1 FOR MORE INFORMATION (TYP)

N— NEW SPANDREL GLAZING

(TYP.)

BUILDING NORTH ELEVATION

SCALE: 3/16" = 1'-0"

PLANNERS
cka-ae.com

Menomonee Falls, Wisconsin 53051-6630
arch@cka-ae.com

ENGINEERS

F 262.901.0510

Christopher Kidd and Associates, LLC

ARCHITECTS
N48W16550 Lisbon Road

P 262.901.0505

REGISTRATION # 001398470

Proposed Dialysis Clinic for
FKC - Wellesley Dialysis
981 Worcester Street
Wellesley, Massachusetts 02482

FKC Project #101050-1-DN-E-BO-2019

KIDNEY CARE
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These drawings, as instruments
of service, remain the property
of the Architect or Engineer.
Any changes, publication, or
use of any kind is prohibited
unless expressly authorized by
said party. Copyright 2020.
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EXISTING SOUTH ELEVATION

EXISTING SPANDREL GLASS
(TYP.)

3/16"=10"
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PROPOSED SOUTH ELEVATION

ON SHEET A1.1 AND CIVIL
DRAWINGS FOR MORE
INFORMATION

RAMP SHALL PITCH 1" RISE PER 12" OF RUN - GRADE
CHANGE ESTIMATED AT 10", SEE DETAIL #5 ON SHEET
A1.1 AND CIVIL DRAWINGS FOR MORE INFORMATION

i BRI B
| e .
] ) — -
= /NEW SIGNAGE BY OTHERS : - : - : - : =
I IIIIIII I
| o .
= | o s F
- ! NEW PALRAM CAPELLA 3000 GLASS T &
i DOOR CANOPY, SEE IMAGE BELOW o —— ]
] ) — -
g FOR REFERENCE | Corp ]
| Zz | I S
= T : R &
g \ \ \ \ \ \ == 2
'|r A e — Corpa | _|r
T T ‘ N :I:I:\IIIIIII I|
\a> / P o
== T AN e ==
III IIIIIIII \\ IIIIIIII II IIII
N \ | : . N A\ \ e
L S s | l| e |! s 1§ o e
T | —— T 1| Ve pu— | —— - T  —
1 = s o e
|'|'| 2 / I| 1T T I| I||
e
| |
T | | | | ] LT T
! [ T | }
FT);'f,T)'NG SPANDREL GLASS _f NEW RAILING SEE DETAIL #6 ON SHEET
: NEW STOOP, SEE DETAIL #4 A1.1 FOR MORE INFORMATION (TYP)

3/16"=10"

NOTES

PALRAM CAPELLA 3000 CANOPY

WIDTH - 3-0"
Length - 9-11"
Height - 7"

BUILDING SOUTH ELEVATION

SCALE: 3/16" = 1'-0"
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