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FilterMitt"" COMPONENTS:
OUTSIDE CASING: 100% organic hessian,

FILLER INGREDIENT: FiberRoot Mulch™
A blend of coarse and fine compost and
shredded wood.

eParticle sizes: 100% passing a 3" screen;
90-100% passing a 1" screen; 70—100%
passing a 0.75" screen; 30—75% passing
a 0.25" screen.

e Weight: Approx. 850 Ibs./cu.yd.

(Ave. 30 Ibs./I.f.)

For more information visit;

www.groundscapesexpress.com
or contact us at:

Groundscapes Express, Inc.
P.O. Box 737
Wrentham, MA 02093
(508) 384—7140

FilterMitt" INSTALLATION:

With the newest technology and equipment,
sections can be constructed on site in
lengths from 1’ to 100’

Sections can also be delivered to the site
in lengths from 1' to 8

The flexibility of FilterMitt™ allows it to
conform to any contour or terrain while
holding a slightly oval shape at 12" high
by 18" wide.

Where section ends meet, there shall be
an overlap of 6" or greater. Both sides

shall be anchored (oak stakes, trees, etc.)
to stabilize the union,

FilterMitt™ by Groundscapes Express, Inc.
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EVERETT M. BROOKS CO.
SURVEYORS & ENGINEERS

49 LEXINGTON STREET
WEST NEWTON, MA 02465

(617) 527-8750
info@everettbrooks.com

SITE PLAN OF LAND IN
WELLESLEY, MA

21 WINDSOR ROAD

SCALE: 1 IN.= 10 FT,
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